Retained Shopfront
All existing windows to be

retained, protected from damage

and cleaned.

Check condition of all weather
seals / mastic joints etc and
replace if damaged or missing.

New Goods Lift
New Goods Lift to be installed by specialist
contractor.

See Lift contractors details.

Form 120mm pit, re lay floor slab and form new
openings through first and second floor slabs to
structural engineer's detail.

New stud work shaft walls around fire rated as

required by FO / BI.

New threshold detail as Wilko Standard Detail D638.

Heavy duty ms protection post / angles to
Stockroom. Powder coated ms protection angles to
Sales Area.

Fire stop around all lift openings to satisfaction of

Building Inspector Painted MDF board cover strips
to jambs/heads of lift shaft openings to conceal fire
stopping around doors.

M WC

Cleaner See Standard Detail D635.
Stainless steel bunded drain.
600mm high tiled splashback in white 150x150mm

glazed tiles.

1 no. cleaner's ceramic sink by Twyfords with hinged
galvanised metal bucket stand and legs.

1 no. 13amp DSSO for 36 amp charger.

3 no. 300x900mm spur shelves with stop ends.
Vent Axia extract fan.

Contractor to confirm route and termination position

of extract.

Ductwork to run above ceiling and not to terminate

on front elevation.

Supply and fit key Klamp guardrail, or similar and
approved, to form Cleaner's Area.

Shut off valve to be fitted to water supply.
Assumed position of SVP to be confirmed

Note:

An intercom system (comprising Main Control Panel and Refuge Area
Remote Units) is to be installed in all refuges connected back to a central
communication point.

Disabled Refuge Area Communications System:
Comprises of Main Control Panel and Refuge Area Remote Units.

Evacuation Chairs to be provided at each Disabled Refuge position, for
the safe evacuation of disabled persons.
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Stockroom
New floor to be protected at all times.

Existing Fire Escape Corridor length to agreed with
Fire Officer / Building Inspector.
Maximum travel distance from furthest corner 18m
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Void Area 1

silk emulsion, colour: as Wilko spec.

To all stud walls and columns:

Baldwin Boxall Communications VIGIL Communicare System ref: BVCR2.

Any openings through floor to be fire stopped appropriately.

All Stockroom walls to be decorated 1 mist and 2 coats vinyl
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Retained Shopfront
All existing windows to be

S retained, protected from damage
and cleaned.

IMPORTANT

THE COPYRIGHTS TO THE DESIGN ON THIS DRAWING REMAINS THE PROPERTY OF
THE ARCHITECTS. THE CONTRACTOR, SUB - CONTRACTORS AND SUPPLIERS MUST
VERIFY ALL DIMENSIONS, LEVELS, PLINTH HEIGHTS, STEPS & OPENINGS ON SITE,
BEFORE COMMENCING SHOP DRAWINGS AND/OR THE FULL REQUIREMENTS OF
MUNICIPAL AND/OR OTHER LOCAL AUTHORITIES MUST BE ADHERED TO.

Note:

L ayout subject to survey
carried out and

bein

Building Control Approval.

Dis WC, Female WC and Male WC

Existing sanitary fittings to be retained.

New Thrislington cubicles and vanity units.

Disabled WC

Flushing handle to comply with Approved Document
M of the Building Regulations.

35mm horizontal and vertical grab rails in contrasting
colour to be provided with a 50mm clearance
between rail and adjacent walls.

Alarm pull - Audible alarm externally and strobe light
in Corridor.

1no. 450x450mm shelf.

1 no. full length mirror 380x990mm fixed with dome
head screws.

Female WC See spec A6.2

Ceramic tile splash back to full width of vanity unit x
3 tiles high.

Ceramic tile splash back to hand dryer, taken down
to skirting, 1m wide.

450x450 mirror to each basin.

Sign required to all cubicle doors,

"No Hand Towels or Sanitary products to be flushed
down toilets please use bin provided."

Male WC see Spec A6.2

Ceramic tile splash back to full width of vanity unit x
3 tiles high.

Ceramic tile splash back to hand dryer and urinal,
taken down to skirting, 1m wide.

450x450 mirror to each basin.

Thrislington Cubilcle Spec

860 Yellow Piper Abet Laminati.

870 Grey Cloud Abet Laminati.

Male and Female WC's - Ambulant Cubicles
Ambulant cubicles to be to Building Regulation
standards and to have support rails - contrasting in
colour with the background - either blue (BE suffix)
or white (WH suffix) Twyford references.

Check condition of all weather

helves X

®

seals / mastic joints etc and
replace if damaged or missing.

A: 14Nov16: Notes added.
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