
Laminate panels behind tills:

Supplier - Intastop tel :-  01302 364666

Stock Code - FSS/01/WH

Product - 2440 x 1220 x 2mm Smooth White Sheet (smooth on both sides)

Form new, raised window

display to Wilko standard detail

Dortek Doors and Fire Curtain:

See Wilko Standard Details D625 and D639.

Construct new Half Hour Fire Rated flank walls full

height to u/s soffit, to support Dortek doors.

Supply and fit Dortek doors.

Supply, fit and commission Half Hour Fire and

Smoke Rated fire curtain, connected to local smoke

detectors either side of roller shutter with audible

warning.

Shutter to have controlled descent mechanism.

Supply and fit protection system to Wilko approval to

protect floppy doors and roller shutter.

Supply and fit Intastop protection sheets to Sales

Area wing walls and soffit both sides.

Bollard

Corner

angle

Bollard

D9

Fire + smoke

rated fire curtain
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FD30s

D10

FD60s

D15

FD60s

D22

FD60s

D24

FD30s

D5

FD60s
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D3

D1

D2

D17

D21

D23

2500mm x 2500mm x 17mm deep brushed stainless

steel Matwell Frame.

Brushed stainless steel frame to be broken in one

corner with a 5mm gap and filled with mastic.

Signing in area:

1no. shelf 600w x 450dp

1no. small notice board

Randomiser

1 no. 50x38mm sw batten

screw fixed to wall, painted

white gloss with 3 no.

aluminium finish coat hooks

at 150mm centres.

Stair 4:

Clean all internal surfaces and lock shut
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Goods In Roller Shutter

Install new lintel to structural engineer's detail.

Fit new Goods In roller shutter
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Water Supply

Main contractor to confirm position of water main.

Water main to be retained and boxed in.

Fit removable access panels and "Water Main."

BollardBollard

NOTES:

1. Fire Safety Signs and Notices conforming to BS

5499: Part 1 to be installed to satisfaction of Building

Inspector and Fire Officer and to suit racking /

shopfitting layout.

All signs to comply with European Safety Sign

Directive 02 / 58 / EEC and to contain a pictogram.

2. Electrically operated fire detection system to

Electrical Engineers' design, all to BS 5839. Part 1

2002.

Certificates for installation, testing and

commissioning to be maintained.

3. Emergency Lighting System to Electrical

Engineers' design in accordance with BS 5266 Part

1, 1999.

Certificates for installation, testing and

commissioning to be maintained .

4. Fire Escape strategy  to be agreed with Local

Authority Building Control and Fire Officer.

5. All existing Fire Escape routes and doors to be

maintained at all times.

D18

D12

Lift Doors

D13

Lift Doors

D8

Floppy Doors

D14

Lift Doors

D26

FD60s

Mat well to

cover top

landing

Stair 8

STORE

Sales Area

1,365 sqm     14,692 sqft   incl columns

Stair 4

Stair 3

Stair 5

3 no. risers

555mm total

7 no. risers

1255mm total

Goods In

+100.000+100.920

+100.365

+99.665

+99.665

+99.665

4 no. risers

860mm total

+100.525
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New Shop Front

New stallrisers, fixed shop fronts and

doors as Wilkinson standard specification.

Provide external sills to all glazing to

match shopfront.

Stallrisers to be clad in Wilko grey tiles

externally and painted mdf facings, skirting

and sill board internally.

New Shop Front

New stallrisers, fixed shop fronts and

doors as Wilkinson standard specification.

Provide external sills to all glazing to

match shopfront.

Stallrisers to be clad in Wilko grey tiles

externally and painted mdf facings, skirting

and sill board internally.

New Shop Front

New stallrisers, fixed shop fronts

and doors as Wilkinson standard

specification.

Provide external sills to all

glazing to match shopfront.

Stallrisers to be clad in Wilko

grey tiles externally and painted

mdf facings, skirting and sill

board internally.

New Security Roller Shutter

PPC perforated lathes, colour grey RAL 7012

or as required by Local Authority

New Security Roller Shutter

PPC perforated lathes, colour

grey RAL 7012 or as required by

Local Authority

Form column to shop front faced

externally, ppc aluminium colour

grey RAL 7012

Form column to shop front faced

externally, ppc aluminium colour

grey RAL 7012

Sales Area to Goods In

Fire Curtain

FIRE EXIT

from Ground Floor

1800mm width

Customer Stair 1

Nosings to have

55mm highlighting

FIRE EXIT

from Ground Floor

980mm width

FIRE EXIT

from Ground Floor

1500mm width

FIRE EXIT

from Ground Floor

980mm width

Fire Alarm panel and Disabled

Refuge panel located on column

to agreement of FO / BI

Note:

Doors to be fitted

with panic bars

Note:

Doors to be fitted

with panic bars

Note:

Doors to be fitted

with panic bars

Note:

Doors to be fitted

with panic bars

Main entrance doors to be on

failsafe linked to Fire alarm and

fall to open position in the event

of fire or power failure

Main entrance doors to be on

failsafe linked to Fire alarm and

fall to open position in the event

of fire or power failure

Staff Stair 3

Nosings to have

55mm highlighting

Staff Stair 8

Nosings to have

55mm highlighting

Staff Stair 2

Nosings to have

55mm highlighting

Staff Stair 5

Nosings to have

55mm highlighting
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VP

VP
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Approximate position of underground tank

Approximate position of underground tank

Extended Dock

Front face where the scissor lift travels up and down,

to be infilled with sheet steel to provide smooth

surface to allow correct running clearances and no

obstructions as indicated on Lift Contractors drawings

Note: Fire Officer / Building Control to agree all fire escape routes

Sales Area

All existing doors and frames to be retained.

New GWS trolley park and basket wall to specialist detail.

New checkouts to be installed, position and quantity to be confirmed by Wilkinsons.

Note: express tills to be to new design.

New vinyl flooring. Main Contractor to allow to protect at all times. Antinox sheeting (flame

retardant) or similar for the duration of the contract.

Main Contractor to ensure that all manhole covers can be lifted.

Main Contractor to carry out drain survey at commencement and completion and rod drains

on completion of contract.

Contractor to allow to pressure jet all foul and storm water drains, and to line existing drains

and / or carry out repairs and relay sections of drain as necessary.

Perimeter Walls:

Condition of all walls to be assessed.

Wilko Contracts Manager to agree extent of remedial works; to include preparation of walls to

receive 2 coat 13mm plaster and skim coat finish (or dot and dab with skim finish) as a  band

above the top level of the perimeter system.  A 1200mm wide plaster finish is also to be

applied at all internal and external angles of the perimeter walls and around all door openings.

This plaster to extend from FFL to 100mm above suspended ceiling height, and all plaster

surfaces are to receive soft sheen emulsion paint finish to match White RAL 9010.

Non-merchandised walls to have full height plasterboard finished with 2 no. top coats of soft

sheen finish to match RAL 9010. Skirtings to be 100mm Intrad plastic to match RAL 7012.

Supply and fix 50 X 50 mm sw battens screwed and fixed to wall at 450 mm centres

maximum. Battens to be fixed at 400 mm and 1800mm above Finished Floor Level. Ladder

framework to be constructed to walls where piers are present to walls.

New wall system fixtures to be 2.0m high (main contractor to confirm height with Wilkinson) -

background wall to be plastered / boarded / decorated to suit height.

All midfloor columns :

Make good any damaged or missing fire cladding / intumescent paint to maintain fire rating -

all to manufacturer's recommendations.

All to have 38x38mm timber framing and to be clad White, RAL 9010 faced MFC board or as

Wilkinson standard specification, plastic 'T' jointing strips, 19mm wide MFC to be fire rated

and taken to 50mm above suspended ceiling height. At each external corner supply and fix

63x63 Grey, RAL 7012 intrad plastic cover protectors fixed via double sided tape to MFC

boards, full height and to both angles. Grey, RAL 7012 rail to be fixed at appropriate height,

600mm to u/side and to form skirting. Provide removable access panels at all points where

access to rodding eyes etc to be maintained fixed with ss or chrome cups and screws.

All MFC Board to be treated to provide Class O surface spread of flame.

Note:

All openings through walls and floors and around services passing through fire rated elements

to be fire stopped.

Columns and piers to shopfront to be clad as mid floor columns

All to have 38x38mm timber framing and to be clad White, RAL 9010 faced MFC board or

as Wilkinson standard specification, plastic 'T' jointing strips, 19mm wide MFC to be fire

rated and taken to 50mm above suspended ceiling height. At each external corner supply

and fix 63x63 Grey, RAL 7012 intrad plastic cover protectors fixed via double sided tape to

MFC boards, full height and to both angles. Grey, RAL 7012 rail to be fixed at appropriate

height, 600mm to u/side and to form skirting. All MFC Board to be treated to provide Class

O surface spread of flame.

Signing In Area:

1no. shelf 600w x 450dp

1no. small notice board

Randomiser

1 no. 50x38mm sw batten screw fixed to wall, painted white gloss with

3 no. aluminium finish coat hooks at 150mm centres.

Dortek Doors and Fire Doors:

See Wilkinson Standard Details D625 and D639.

Construct new half hour fire rated flank walls full height above ceiling level.

Walls to be stud work with ms goalpost frame work to support Dortek doors.

Supply and fit Dortek doors.

Fire rated doors behind floppy doors on electromagnetic hold open mechanism to close on

activation of fire alarm or power failure.

Supply and fit protection system to Wilkinson approval to protect floppy doors and roller shutter.

Supply and fit grey Intrad protection sheets to Sales Area wing walls and soffit both sides.

Goods In Roller Shutter

Supply and fit new roller shutter to Wilko standard specification.

2 no. heavy duty ms 100x100mm ms angles to jambs.

2 no. heavy duty bollards, 1200mm high, bolted to yard.

Stockroom

1 no. laminated shelf 300x300mm.

Existing floor to be retained and protected at all times.

Allow to make 5 sqm localised floor repairs, with approved epoxy concrete repair system.

Any openings through floor to be fire stopped appropriately.

All Stockroom walls to be decorated 1 mist and 2 coats vinyl silk emulsion, colour: as Wilko spec.

To all stud walls and columns:

Supply and fix 19mm plywood sheeting 2400x1200 high, with sw capping plugged and screwed to wall.

Any gaps to top/edges to be infilled and capped with timber battens, size to suit.

Cleaner's Area See Standard Detail D635.

Allow to break out existing floor to accommodate new gully and drainage connection into foul system.

Make good floor as necessary.

Renew existing below ground drainage to a suitable point to allow installation of new Wade Drainage Ltd, G304C

Series vertical outlet (BS 416/437) Shallow sump with L5301 series grating concealed by solid hinge cover and UP701

Sediment basket.

Cleaner's ceramic Belfast sink with hinged, galvanised metal bucket stand.

Bib taps with hot and cold water and PVC waste.

Bunded floor drain for draining down cleaning machine:

either finished in quarry tile with waterproof adhesive or rock asphalt or ss pre fabricated.

600mm high tiled splashback in white 150x150mm glazed tiles.

1 no. cleaner's ceramic sink by Twyfords with hinged galvanised metal bucket stand and legs.

1 no. 13amp DSSO for 36 amp charger.

3 no. 300x900mm laminate shelves with stop ends, spaced 375mm apart, on adjustable brackets.

1 no. 900x300mm shelf for battery charger.

Vent Axia extract fan.

Contractor to confirm route and termination position of extract.

Ductwork to run above ceiling and not to terminate on front elevation.

Supply and fit key Klamp guardrail, or similar and approved, to form Cleaner's Area.

Note: Shut off valve to be fitted to water supply.

Water Supply

Main contractor to confirm position of existing water main.

Water main to be retained and boxed in.

Removable access panels and "Water Main" sign required.

Shop Front

New glazed shop front and bi parting sliding doors to Wilko standard specification.

Doors to fail safe open on activation of fire alarm or power failure.

Cleaner See Standard Detail D635.

Construct 150mm high tiled gully surround formed of white 150x150mm glazed tiles with continuous damp proof

membrane on concrete former.

600mm high tiled splashback in white 150x150mm glazed tiles.

1 no. cleaner's ceramic sink by Twyfords with hinged galvanised metal bucket stand and legs.

1 no. 13amp DSSO for 36 amp charger.

3 no. 300x900mm spur shelves with stop ends.

Grey Intrad sheet to one side of door.

Vent Axia extract fan.

Contractor to confirm route and termination position of extract.

Ductwork to run above ceiling and not to terminate on front elevation.

Supply and fit key Klamp guardrail, or similar and approved, to form Cleaner's Area.

Disabled WC

Seat to be wooden, without lid, with a cut away section at the front.

Flushing handle to comply with Approved Document M of the Building Regulations.

35mm horizontal and vertical grab rails in contrasting colour to be provided with a 50mm clearance between rail and adjacent walls.

Alarm pull - Audible alarm externally and strobe light in Corridor.

1no. 450x450mm shelf.

1 no. full length mirror 380x990mm fixed with dome head screws.

Ceramic tile splash back to whb.

Ceramic tile splash back to hand dryer, taken down to skirting, 1m wide.

Sign required,

"No Hand Towels or Sanitary products to be flushed down toilets please use bin provided."

Trap diameter: 32mm. Waste pipe size: 50mm. Gradient 25mm per m. Max. branch length 3.75m.

Male / Female Locker Area

Locker units (quantity to be confirmed)

100x38 sw timber rail (chamfered edges) screw fixed to wall painted white.

36 no. sa aluminium coat hooks (150 centres.)

1 no. full length mirror 380x990mm fixed with dome head screws.

Admin

1 no. 3 drawer pedestal unit 500mm wide x 700mm high. Pedestal unit to be purchased

from Concept Joinery (01909 470652.)

1 no. 2 drawer filing cabinet

1 no. wall mounted key box

Laminate worktop - chrome legs and roses as nec.

2 no. high back chairs.

3 no. laminate spur shelves 900x300mm, spaced 375mm apart, with book ends.

1 or 2 no. Dudley Europa Grade 1 Size 6 Cash Safe (Risk £10K) Secured Kaba A552R

digital lock plus duress and hard loop Fitted 3 x Heavy Duty Shelves

Ext:1402H x640W x712D + 65 H/H Int:1270H x508W x520D Wt 570kg Volume 331 litres

2 no. 100x38mm sw batten screw fixed to wall and painted white gloss, with 2 no.

aluminium finish cup hooks at 300mm centres at locations indicated.

1 no. 1200x1200 pre-painted Notice Boards.

Corridor

1 no. 1200x2400 pre-painted Notice Boards.

2 no. 1200x1200 pre-painted Notice Boards.

Staffroom See Spec A6.1 and Detail Sheets D633 and D634

Howdens Technik White kitchenette with white gloss laminate faced doors.

1 no. 'Heatrae Sadia' supreme 170 water boiler (for hot drinks.)

Stainless steel round drip tray directly under hydroboil plumbed into sink waste.

150x150 white ceramic wall tiles to form splashback from worktop to ceiling level, full length of worktop

and sink; also at low level behind the bin area with full plastic trim.

1no. 935 x 485mm stainless steel sink with chrome lever taps by Howdens.

Trap diamater 40mm.

Laminate worktop - chrome legs and roses as nec.

1 no. padded chair.

1 no. large fridge.

1 no. small under counter fridge.

2 no. 1200x2400mm pre-painted Large Notice Board.

1 no. 1200x1200mm pre-painted Small Notice Board.

1 no. dry wipe board.

1 no. fire extinguisher.

2 no. large tables.

6 no. plastic chairs.

Comms. Room

All surfaces to be dust free.

Plywood patresses to be fitted in stud walls to provide fixing for cabinets as rerquired.

Male WC

Seat to be wooden, without lid, with a cut away section at the front.

Flushing handle to comply with Approved Document M of the Building Regulations.

35mm horizontal and vertical grab rails in contrasting colour to be provided with a 50mm clearance between rail and adjacent walls.

Alarm pull - Audible alarm externally and strobe light in Corridor.

1no. 450x450mm shelf.

1 no. full length mirror 380x990mm fixed with dome head screws.

Ceramic tile splash back to whb.

Ceramic tile splash back to hand dryer, taken down to skirting, 1m wide.

Sign required,

"No Hand Towels or Sanitary products to be flushed down toilets please use bin provided."

Trap diameter: 32mm. Waste pipe size: 50mm. Gradient 25mm per m. Max. branch length 3.75m.

Office

2 no. 1200x1200 pre-painted Notice Boards.

1 no. small desk.

1 no. 50x38mm sw batten screw fixed to wall, painted white gloss with 3 no. aluminium

finish coat hooks at 150mm centres.

3 no. 300x900mm laminate spur shelves spaced 375mm apart, with book ends.

1 no. wall mounted key box

1 no. high back chair.

Main Contractor and EPOS Contractor to confirm position of desks before installation.

Female WC See spec A6.2

Ceramic tile splash back to full width of vanity unit x 3 tiles high.

Ceramic tile splash back to hand dryer, taken down to skirting, 1m wide.

450x450 mirror to each basin.

Sign required to all cubicle doors,

"No Hand Towels or Sanitary products to be flushed down toilets please use bin provided."

2no. Twyford's Sola rimless close coupled Pan SA1968WH - water saving when used with Twyfords

Avalon / Sola cistern BSIO fittings 4 litre syphonic single lever flush AV2661 - remove blue plug in

cistern to achieve 4 litre flush. Seat - Twyfords Avalon / Sola seat in white AV2661.

Trap diameter: 75mm. Waste pipe size: 100mm. Gradient 10mm per m. Max. branch length 4.75m.

2no. Twyford's Rhapsody 585 countertop wash basins.

Trap diameter: 32mm. Waste pipe size: 50mm. Gradient 25mm per m. Max. branch length 3.75m.

Male and Female WC's - Ambulant Cubicles

Ambulant cubicles to be to Building Regulation standards and to have support rails - contrasting in

colour with the background - either blue (BE suffix) or white (WH suffix) Twyford references.

Disabled Refuge

An intercom system (comprising Main Control Panel and Refuge Area

Remote Units) is to be installed in all refuges connected back to a

central communication point.

Disabled Refuge Area Communications System:

Baldwin Boxall Communications VIGIL Communicare System ref:

BVCR2.

Comprises of Main Control Panel and Refuge Area Remote Units.

Evacuation Chairs to be provided at each Disabled Refuge position,

for the safe evacuation of disabled persons.

Stockroom

New floor to be protected at all times.

Any openings through floor to be fire stopped appropriately.

All Stockroom walls to be decorated 1 mist and 2 coats vinyl silk emulsion, colour: as Wilko spec.

To all stud walls and columns:

Supply and fix 19mm plywood sheeting 2400x1200 high.

New Goods Lift

New Goods Lift to be installed by specialist contractor into opening formed in mezzanine floor.

Form pit and door opening as required.

See Lift contractors details.

New stud work shaft walls around fire rated as required by FO / BI.

New threshold detail as Wilkinson Standard Detail D638.

Heavy duty ms protection post / angles to Stockroom. Powder coated ms protection angles to Sales Area.

Fire stop around all lift openings to satisfaction of Building Inspector Painted MDF board cover strips to

jambs/heads of lift shaft openings to conceal fire stopping around doors.

Staff Stair 2

Customer staircase to comply with Part K and Part M of the Building Regulations, and to complying with Fire Officer and

Building Control requirements.

Treads, risers and landings - to be covered in Tarkett iQ Granite collection ref: 383 (Grey) complete with Gradus

aluminium stair nosings with contrasting non-slip inserts to top and bottom of each flight and black non-slip inserts to all

other steps, all fixed to manufacturers instructions (glued & screwed) ref: XT Range, Ref GXT11 and ASXT20 for

installation on concrete and metal staircases.

Nosings to be 55mm wide on both tread and riser.

The top, bottom and mid landings of the staircase to have tactile vinyl sheet flooring, installed to comply with Part M

building regulations, Architects to show size and location on drawing and yellow nosings to top and bottom treads.

Handrail to be retained and redorated.

Fire Curtains to Goods Lift and Passenger Lift

Supply, fit and commission One Hour Fire Rated fire curtain, connected to local smoke detectors either side of

roller shutter with audible warning.

Curtain to have a 2 

1

2

 minute delay to descent.

New door protection post as Wilkinson Standard Detail D632.

New Passenger Lift

New Passenger Lift to be installed by specialist contractor into new lift shaft and lift pit.

See Lift contractors details.

Construct new lift pit and shaft walls to structural engineer's detail, fire rated as required by FO / BI.

New threshold detail as Wilkinson Standard Detail D638.

Heavy duty ms protection post / angles to Stockroom. Powder coated ms protection angles to Sales Area.

Fire stop around all lift openings to satisfaction of Building Inspector Painted MDF board cover strips to

jambs/heads of lift shaft openings to conceal fire stopping around doors.

Customer Stair 1

Existing Stair to be retained.

Treads, risers and landings - to be covered in Tarkett iQ Granite collection ref: 383 (Grey) complete with Gradus

aluminium stair nosings with contrasting non-slip inserts to top and bottom of each flight and black non-slip inserts to all

other steps, all fixed to manufacturers instructions (glued & screwed) ref: XT Range, Ref GXT11 and ASXT20 for

installation on concrete and metal staircases.

Nosings to be 55mm wide on both tread and riser.

The top, bottom and mid landings of the staircase to have tactile vinyl sheet flooring, installed to comply with Part M

building regulations, Architects to show size and location on drawing and yellow nosings to top and bottom treads.

Balustrade - to be stainless steel tubular section, 40 to 45mm diameter, with polished welded joints, infill to be 10mm

thick toughened safety glass.

The balustrade is to pass beyond the end of the stairs to comply with Part M building regulations.

Hand Rail - to be stainless steel tubular section, 40 to 45mm diameter, with polished welded joints.

Lift Pits

All physical DPM's to be properly lapped and sealed with the existing membrane where disturbed.

Existing membrane around Passenger Lift to be lapped and dressed down the face of the permanent

brick work form work.

All External Areas

Main Contractor to take record photographs of all surrounding areas prior to commencing works.

Clear all areas of rubbish, vegetation, debris etc.

All existing drainage channels, downpipes and rainwater outlets to be retained and cleaned. Advise on any

remedial works necessary.

FIRE ALARM KEY:

Manual Fire Alarm Call Point

Fire Alarm Panel

30minute RATED FIRE PARTITIONS - 30 FDs doors to all escape corridor routes

Half hour fire rated walls to be built full height to underside of structure.

Walls to be fire stopped at base, head and sides and all service penetrations passing

through to be appropriately fire stopped.

SALES AREA FIRE ESCAPE STRATEGY:

GROUND FLOOR

Sales Area Occupancy Level based as follows

Total Sales Area 1365 sqm

Floor Space Factor 1 person per 2 sqm

Number of persons = 683

Escape Doors =  4no. (Building Regulations require 3no.)

Required Escape Width 683 x 5mm = 3415mm

Escape Width excluding front entrance doors = 3460mm

Racking lay-outs to be produced by Wilko

at a later date, therefore occupancy level based

on 2 sqm per person and not 7 sqm per person

SMOKE DETECTION, FIRE ALARM, EMERGENCY LIGHTING  - see specialist

contractor's design

SIGNAGE:

Fire Call Point Signs and Emergency Exit signs to be 'pictorial type.'

Directional escape signage to Sales Area and Stockroom to be fitted when racking is

in place.

60minute RATED FIRE PARTITIONS - 60 FDs doors

Half hour fire rated walls to be built full height to underside of structure.

Walls to be fire stopped at base, head and sides and all service penetrations

passing through to be appropriately fire stopped.

NOTES:

1. Fire Safety Signs and Notices conforming to BS 5499: Part 1 to be installed

to satisfaction of Building Inspector and Fire Officer and to suit racking / shop

fitting layout.

All signs to comply with European Safety Sign Directive 02 / 58 / EEC and to

contain a pictogram.

2. Electrically operated fire detection system to Electrical Engineers' design, all

to BS 5839

Part 1, 2002.

Certificates for installation, testing and commissioning to be maintained.

3. Emergency Lighting System to Electrical Engineers' design in accordance

with BS 5266

Part 1, 1999.

Certificates for installation, testing and commissioning to be maintained.

4. Fire Escape strategy  to be agreed with Local Authority Building Control and

Fire Officer.

5. All existing Fire Escape routes and doors to be maintained at all times.

FIRE DOORS:

All fire resistant doors to have intumescent strips and cold smoke seals, set into the

fire check frame (NOT into doors.)

Door closers to be fitted to room side of doors.

           Vision panel fire rated to suit.
VP

Fire Extinguisher Positions:

Carbon Dioxide 2kg

Spray Foam Type 6 litre

Dry Powder to Plant Areas
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